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T
R  RA Copper Foil; T  RTF  
D  Double Side 

Copper Foil Thickness: 12 - 12 m; 18 - 18 m 
PI PI Film Thickness: 05 -12.5 m; 08 - 20 m 

FCCL Shengyi Adhesiveless FCCL Designation 

SPECIFICATIONS OF NEW MODELS

CN-TDS-1804-02-SF202

Specifications 

Thickness ( m) 
 

Copper Type 
 

Applications PI /PI film 
/Copper 
Foil 

SF202 0512DT 12.5 12 RTF
LCM TP  

Camera ,LCM,TP etc. 
SF202 0812DT 20 12 RTF
SF202 1012DT 25 12 RTF
SF202 0518DT 12.5 18 RTF

 
Battery FPC 

SF202 0818DT 20 18 RTF
SF202 1018DT 25 18 RTF
SF202 0512DR 12.5 12 RA

LCM TP  
Camera ,LCM,TP etc. 

SF202 0812DR 20 12 RA
SF202 1012DR 25 12 RA
SF202 0518DR 12.5 18 RA
SF202 0818DR 20 18 RA
SF202 1018DR 25 18 RA
SF202 0535DT 12.5 35 RTF 

 
Battery FPC 

SF202 1035DT 25 35 RTF 
SF202 0535DR 12.5 35 RA 
SF202 1035DR 25 35 RA

Specifications 
Thickness ( m)  

Copper Type 
 

Applications PI /PI film /Copper Foil 
SF202 0506DR 12.5 6 RA

 
Fine-line 

SF202 0509DR 12.5 9 RA
SF202 0509DT 12.5 9 RTF
SF202 0812DR 20 12 HA  

Side switch SF202 1012DR 25 12 HA
SF202 0545DT 12.5 45 RTF 

 
Wireless Charge 

 

SF202 1045DT 25 45 RTF 
SF202 0550DT 12.5 50 RTF 
SF202 1050DT 25 50 RTF 
SF202 0570DT 12.5 70 RTF 
SF202 1070DT 25 70 RTF 

SF202 101850DT 25 18 50 RTF 
SF202 101870DT 25 18 70 RTF 


